DEMOLITION PERMIT APPLICATION CHECKLIST
· Building Permit Application completely filled out and signed.
· Demolition permit fees:
             Residential Demolition $104.00

             Commercial Demolition $304.00

          Bond $ 2,000.00 or 10% of Demolition Cost
· Proof of PA One Call receipt. PA One Call must be made 10 days prior to demolition 
       (1-800-242-1776) www.paonecall.org.
· Fill out the attached Worker’s Comp Compensation Insurance Information Form and provide general contractors proof of Worker’s Compensation Insurance Certificate with “Township of Moon”, 1000 Beaver Grade Road, Moon Township, PA 15108 stated as the certificate holder or claim an exemption with the attached Worker’s Compensation coverage information form (must be notarized if an exemption is claimed). 
· Provide Moon Township Municipal Authority Certification approved disconnect from public water and sanitary services. (see attached “Moon Township Municipal Authority Demolition Procedures” or call MTMA (412) 264-4300.
· Designated Historic District areas. Permits for demolition in Historic District area must submit a Certificate of Appropriateness from the Moon Township Historic and Architectural Review Board.
· Proof of compliance of Allegheny County Health Department on asbestos in demolition (see attached Allegheny County Health Department Guidance on asbestos in demolition).

· Provide a minimum of 4 pictures of all sides of the structure to be demolished. 

· Provide a copy of the demolition contract.

· Provide a letter indicating where all debris will be taken to dump. Must be an approved dump site.

· Provide a notarized affidavit for the disconnection of electric and gas. Submit a copy of written confirmation gas and electric service disconnects/ removal of service drops/removal of service pipe (form attached).
· Provide confirmation of approved removal of septic system.

· Provide confirmation that existing well has been capped by an approved well driller.
· Provide Lead Abatement Plan as required by Federal, State, and County Law. The plan should provide a full description of the lead abatement and provide a series of approvals and inspections.
· Complete, sign and submit the “Permit Agreement” form.

UTILITY DISCONNECT AFFIDAVIT

I, ____________________________________________________________

          (PRINT GENERAL CONTRACTOR/OWNERS NAME)

         (ADDRESS)                                                        (CELL NUMBER)
HEREBY AFFIRM THAT ALL ELECTRIC, PLUMBING, SEPTIC AND GAS SYSTEMS HAVE BEEN DISCONNECTED FROM:
         ( PRINT SITE ADDRESS TO BE DEMOLISHED)

_____________________________________________________________   

         (SIGNATURE)

( Personally Known or  (  Produced Identification: Type of Identification:  _________

_____________________________________________________________

Sworn to and subscribed before me this ________ day of _______________, 20______.
________________________________________________________________________
Signature of notary                                                                            Stamp & Seal
Hazardous Building Components must be disposed of in accordance with County, State and Federal Law.
Fluorescent Light Bulbs that contain mercury. Mercury filled 4ft., 8ft., U-tube, circline, and compact florescent lamps are the most common types of florescent bulbs encountered.

High Intensity Discharge (HID) lamps that contain mercury. These lamps are often encountered in security and outdoor lighting applications. HID are also found indoor, high ceiling work areas such as, warehouses and supermarkets.

Thermostats that use mercury as a switching mechanism. The number of ampoules containing mercury depends on the temperature cycle and type of thermostat.
Mercury-bearing wall switches that use mercury as an electrically conductive switching mechanism. These “silent switches” are no longer manufactured, but they can still be found in older structures. Numerous industries also use mercury for various types of switches and relays.

Lighting ballasts for florescent light bulbs and HID lamps. These items may contain Poly-chlorinated Biphenyls (PCBs), as well as other toxic chemicals such as, bis(2-ethylhexyl)ester di(2-ethylhexy) phthalate (DEHP).
Batteries encountered in emergency lighting, exit signs, security systems, and alarms. These batteries may contain lead and cadmium. 
Lead Roof Flashing used to protect roof vents. Flashings mold easily and often contain pure lead.

Other Lead objects as lead pipes and lead painted surfaces. Surfaces such as, door frames and window sills may be easily removed.

Other hazardous materials such as discarded paint, oil, pesticides, cleaners, and other chemicals.

