UTILITY DISCONNECT AFFIDAVIT

I, ____________________________________________________________

          (PRINT GENERAL CONTRACTOR/OWNERS NAME)

         (ADDRESS)                                                        (CELL NUMBER)

HEREBY AFFIRM THAT ALL ELECTRIC, PLUMBING, SEPTIC AND GAS SYSTEMS HAVE BEEN DISCONNECTED FROM:

         ( PRINT SITE ADDRESS TO BE DEMOLISHED)

_____________________________________________________________   

         (SIGNATURE)

 Personally Known or    Produced Identification: Type of Identification:  _________

_____________________________________________________________

Sworn to and subscribed before me this ________ day of _______________, 20______.

________________________________________________________________________

Signature of notary                                                                            Stamp & Seal

Hazardous Building Components must be disposed of in accordance with County, State and Federal Law.

Fluorescent Light Bulbs that contain mercury. Mercury filled 4ft., 8ft., U-tube, circline, and compact florescent lamps are the most common types of florescent bulbs encountered.

High Intensity Discharge (HID) lamps that contain mercury. These lamps are often encountered in security and outdoor lighting applications. HID are also found indoor, high ceiling work areas such as, warehouses and supermarkets.

Thermostats that use mercury as a switching mechanism. The number of ampoules containing mercury depends on the temperature cycle and type of thermostat.

Mercury-bearing wall switches that use mercury as an electrically conductive switching mechanism. These “silent switches” are no longer manufactured, but they can still be found in older structures. Numerous industries also use mercury for various types of switches and relays.

Lighting ballasts for florescent light bulbs and HID lamps. These items may contain Poly-chlorinated Biphenyls (PCBs), as well as other toxic chemicals such as, bis(2-ethylhexyl)ester di(2-ethylhexy) phthalate (DEHP).

Batteries encountered in emergency lighting, exit signs, security systems, and alarms. These batteries may contain lead and cadmium. 

Lead Roof Flashing used to protect roof vents. Flashings mold easily and often contain pure lead.

Other Lead objects as lead pipes and lead painted surfaces. Surfaces such as, door frames and window sills may be easily removed.

Other hazardous materials such as discarded paint, oil, pesticides, cleaners, and other chemicals.

